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INFORMATION ON BUSHINGS EN 50180 12-24-36/630-1250-2000-3150 

FROM PAGE 3.1EN TO 3.5EN 
 
 
All bushings shown are according to the last European specifications. 
They are normally supplied without a/horns, complete with fixing kit, which for 1000 and 2000-3150 can be typical DIN 
42538 size or new EN size (bolt circle 5 mm bigger); please state on order the fixation required. 
 
 
COMPONENT LIST PAGE 3.1EN 
 
Pos. 1 
Pos. 2 
Pos. 3 
Pos. 4 
Pos. 5 
Pos. 6 
Pos. 7 
Pos. 8 
Pos. 9 
Pos. 10 
Pos. 11 
Pos. 13 
Pos. 14 
 
Pos. 15 
 
Pos. 16 
Pos. 17 
Pos. 18 

Porcelain 
Brass bolt "D" (usually DIN execution) 
Cap "E" 
Ring gasket  "J" 
Fiber spacer “O”  Ring gasket "J” 
Flange gasket "N” 
Brass nut M20 DIN 934 
Brass washer dia. 21 DIN 125 
Mild steel zinkplated nut M10 
Mild steel zinkplated washer dia. 10,5 mm 
Spring washer dia. 21 DIN 127 
Fixing ring "B" DIN 42531 (in mild steel zinkplated or, upon request, in aluminium) 
Aluminium clamping piece "E" DIN 42538 
 
Welding stud M10x55 (not supplied) 
 
Rigid copper rod 
Insulating tube C.B. 
Brass locknut M20 DIN 936 

 
 

COMPONENT LIST PAGE 3.3EN – 3.4EN – 3.5EN 
 

Pos. 1 
Pos. 2 
Pos. 3 
Pos. 4 
Pos. 5 
Pos. 6 
Pos. 7 
Pos. 8 
Pos. 9 
Pos. 10 
Pos. 11 
Pos. 12 
Pos. 13 
Pos. 14 
Pos. 15 
Pos. 16 
Pos. 17 
Pos. 18 
Pos. 19 
 
Pos. 20 
 
Pos. 21 
 
Pos. 51D 
Pos. 51U 
Pos. 52 
Pos. 53 
Pos. 54D-U 

Porcelain 
Copper rod 
Brass nut DIN 934 
Brass top washer “F” 
NBR ring gasket “J” 
Brass cap "E" 
Fiber gasket 
Vent/screw “R” 
NBR gasket "M” 
Fiber spacer “O” 
Brass ring “P” 
Locking screw 
Copper ring “S” 
Mild steel zinkplated chromium passivated M12 DIN 934 
Mild steel washer dia. 13 mm 
Fixing ring “C-D” DIN 42538 or EN 1000 / EN 3150 
Aluminium clamping piece “F” DIN 42538 
NBR flange gasket “N” 
Centering ring 
 
Fixing stud M12x70 (not supplied) 
 
Bronze contact ring “U” 
 
Flag EP / FP DIN 43675 
Flag UNEL size 
Brass nut DIN 934 
Brass locknut DIN 936 
Internal connecting flag 














